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The colors and curves of a laser-engraved wood pendant are 
echoed in the colored beading wire and rounded edges of the  
beads used in this sparkling necklace.

MATERIALS

16 light Colorado topaz AB 4mm crystal rounds

16 light Colorado topaz AB 6mm crystal rounds

3 light smoked topaz 12.5mm crystal rings

10 deep brown 4mm crystal pearls

8 deep brown 6mm crystal pearls

1 purpleheart with gold foil 37mm wave-engraved pendant

1 gold-plated 18×23mm leaf toggle clasp

1 gold-filled 24-gauge 2" head pin

1 gold-plated 5mm jump ring

34 gold-filled 2mm crimp tubes

34 gold-filled 3mm crimp covers

84" of garnet .019 beading wire

42" of 24k gold .019 beading wire

TOOLS

Chain- or flat-nose pliers

Round-nose pliers

Wire cutters

Crimping pliers

3 bead stops

FINISHED SIZE: 17¾"

1 ] Use the head pin to string one 4mm pearl,  
1 crystal ring, and one 4mm pearl; form a wrapped 
loop. Use the jump ring to attach the wrapped loop 
to the pendant.
2 ] String the center hole of the previous crystal ring 
to the center of one 21" piece of garnet wire. Use 
both ends of the wire to string 1 crimp tube. Snug 
the tube up to the crystal ring and crimp. Cover the 
tube with 1 crimp cover.
3 ] Repeat Step 2 using 24k gold wire and attaching 
it to the crystal ring below the garnet wire. Repeat 
Step 2 again, attaching another garnet wire to the 
crystal ring below the 24k gold wire.
4 ] Use one end of the first garnet wire to string one 
6mm crystal round. Use the other end of the first 
garnet wire to string one 4mm crystal round. Use 
one end of the gold wire to string one 4mm pearl. 
Use the other end of the gold wire to string one 
6mm pearl. Use one end of the second garnet wire 
to string one 4mm crystal round. Use the other end 
of the second garnet wire to string one 6mm crystal 
round.

5 ] Use all six wire ends to string  
1 crystal ring. Position the crystal 
ring about 1½" from the crimp 
covers so that the crystal rounds 
and pearls have room to move on 
the wire. Repeat Step 4.
6 ] Use both ends of the first 
garnet wire to string 1 crimp tube. 
Place the tube about 1½" from the 
previous crystal ring and crimp. 
Trim one of the wires. Cover the 
tube with 1 crimp cover. Repeat 
entire step using the gold wire. 
Repeat entire step again using the 
second garnet wire.
7 ] Use 1 garnet wire to string one 
6mm crystal round, 1 crimp tube, 
one 4mm crystal round, 1 crimp tube, 
one 6mm crystal round, 1 crimp tube, 
and one 4mm crystal round. Place a 
bead stop on the end of the wire. 
*Place the first crimp tube strung in this 
step 7⁄8" from the previous crimp tube; 
crimp and cover. Repeat from * twice 
using the remaining crimp tubes. Repeat 
entire step for the other garnet wire.
8 ] Use the gold wire to string one 4mm 
pearl, 1 crimp tube, one 6mm pearl, 1 crimp 
tube, one 4mm pearl, 1 crimp tube, and one 
6mm pearl. Place a bead stop on the end of 
the wire. *Place the first crimp tube strung in 
this step 7⁄8" from the previous crimp tube; crimp 
and cover. Repeat from * twice using the remain-
ing crimp tubes.
9 ] Remove the bead stops. Use all 3 wires to string 
1 crimp tube. Place the tube 1¾" to 2" from the pre-
vious crimp tubes and crimp. Trim both garnet wires. 
Cover the tube with 1 crimp cover. Use the gold wire 
to string 1 crimp tube and one half of the clasp; pass 
back through the tube, crimp, and cover.
10 ] Repeat Steps 2–9 for the other half of the neck-
lace. 7

Resources: Check your local bead shop or contact: All beads 
and findings: Artbeads.com. Beading wire: Soft Flex Co., www 
.softflexcompany.com.
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