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Rambling Rose Necklace
by Michelle Mach  

April/May 2008 Beadwork Challenge

It’s dangerous to be in the middle of another beading project when 
you get a challenge kit!  I learned this the hard way: I set the box 
clasp from the kit next to some chain maille earrings I was creating 
as a gift for a friend. Good-bye earrings, hello necklace! I decided 
to use the clasp as a pendant and turned five more Japanese lattice 
“earrings” into connectors. I finished the necklace with a handful of 
beads from the kit, plus some crystal links and an s-hook clasp from 
my stash. The result is a free-spirited necklace perfect for spring. 

 FiNisheD size:
�9"

 MAteRiAls:
4 transparent rose size �� seed beads
6 rose 5mm potato pearls
�8 3mm gray AB Czech glass beads
�0 irregularly shaped 4x5 mm - 3x8 mm garnet diamonds
2 silver �0mm twist silver disks
4 red 6mm crystal 2-link connectors
2 red 6mm crystals
4 pink/red 5mm glass rondelles
56 silver 8mm jump rings
90 silver 4mm jump rings
� garnet and silver triangular 25x30mm 2-strand box clasp
� �7mm silver s-hook clasp
4 2” silver 22-gauge eye pins
7” red .0�9 beading wire

 tools: 
Wire cutters
Crimping pliers
Round-nose pliers
Chain nose pliers
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Rambling Rose Necklace

MiChelle MACh is the editor of Beading Daily. She 
finds chain maille endlessly fascinating!

 teChNiques
Stringing, wirework

step 1: Create 7 Japanese lattice links. Each set requires 8 
large (8 mm) jump rings and �0 (4 mm) small.

step 2: Using 2 small jump rings, connect one lattice link to 
the wider side of the box clasp. On the other side of 
the clasp, attach a small jump ring to each loop.

step 3: On an eye pin, string 3 gray crystals. Create a simple 
loop on the other end. Attach one end to the jump 
ring and attach a second jump ring to the other 
side.

step 4: Attach a crystal link to the jump ring and attach 
another jump ring to the other side. Attach a lattice 
link to the jump ring and attach another jump ring 
to the other side. 

step 5: On an eye pin, string � seed bead, � gray crystal, � 
rondelle, � crystal, � rondelle, � gray crystal, � seed 
bead. Create a simple loop on the other end and 
attach a jump ring.

 Attach a jump ring to a crystal link and attach 
another jump ring to the other side.

 Attach a lattice connector to the jump ring and 
attach another jump ring to the other side.

step 6: On a 3½" length piece of beading wire, string � 
gray crystal, � crimp, � gray crystal, 3 pearls, � silver 
spacer, 5 diamond beads, � gray crystal, � crimp, � 

gray crystal. Crimp to a small jump ring. Attach the 
jump ring to a lattice connector. Attach another 
jump ring to the other side and attach to one-half 
of the s-hook clasp

step 7: Repeat steps 3-6 for other side of necklace. R

RESOURCES: 
See your local bead shop for supplies. Special thanks to 
Bead It! for supplying the beads in this kit.
S-clasp: Bead Cache, 3307 S. College Ave., Unit �05, 
Fort Collins, CO 80525; (970) 224-4322
Jump rings: Michael’s, www.michaels.com
Crystal connectors, crystals, eye pins: Artbeads.com
All other materials: Bead It!, �46 N. Main St., Concord, 
NH 0330�; (603) 223-0�46; www.beadit.biz.

Wrapped Loop
To form a wrapped loop, begin with a 90° bend at least 
2" from the end of the wire. Use round-nose pliers to 
form a simple loop with a tail overlapping the bend. Wrap 
the tail tightly down the neck of the wire to create a 
couple of coils. Trim the 
excess wire to finish. Make 
a double-wrapped loop by 
wrapping the wire back up 
over the coils, toward the 
loop, and trimming the 
wire tail at the loop.

Opening Jump Rings
Jump rings connect holes and loops. Open a jump ring by 
grasping each side of its opening with a pair of pliers; 
don’t pull apart. Instead, twist in 
opposite directions so that you 
can open and close without 
distorting the shape.
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