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Roses montées are rhinestones with a channeled metal backing for thread to 
pass through in crossing directions. Take advantage of this design feature by 
prestringing roses montées on a bead loom and then weaving a cobblestone 
texture between them.

Stones and Roses
Stacey Neilson

M a t e r i a l s

Size 8° seed beads
15 g 4mm cube beads
35 Swarovski roses montées 
1 card #6 No-Stretch nylon bead string
2 two-strand clasps
Jeweler’s cement (optional)

T o o l s

Bead loom
Big Eye or twisted wire needle
Awl or T-pin 

T e c h n i q u e

Loomwork 
F i n i s h e d  S i z e  6 1⁄2"

W E A V I N G

Step 1: Cut fi ve 24" lengths of thread. Tie them together 

with a knot 3" from one end. With the loom sitting verti-

cally in front of you, slip these threads over the pin of the 

dowel furthest away from you, 2 to one side and 3 to the 

other. Roll the thread around this dowel twice and tighten 

it. String 7 roses montées on each thread and allow them 

to fall toward the knot, but not over the spring.  Lay the 

threads over the springs with three coils between each 

one. Wrap the threads around the pin on the dowel clos-

est to you and tie them in a knot around the pin.

Row 1: Using 5' of thread, tie a knot around the outermost 

left warp thread, leaving an 8" tail. String 2 seed beads and 

slide them down to the knot. Draw down 1 rose montée 

from each strand. Pass through each one, fl ipping them so 

that the rhinestone side is facing up (Figure 1).

Row 2: String 2 seed beads, 1 cube, 1 seed bead, 1 cube, 1 

seed bead, 1 cube, 1 seed bead, 1 cube, and 1 seed bead. 

Pass these beads under the warp threads and pop them 

up so that a cube and a seed bead are nestled between 

each pair of warp threads. Pass back through the beads 

so your working thread goes above each warp thread. Do 

not pass back through the fi rst 2 seed beads—they will 

remain on the outside edge of the warp (Figure 2).

Row 3: String 1 seed bead, 1 cube, 1 seed bead, 1 cube, 1 

seed bead, 1 cube, 1 seed bead, and 1 cube. Pass under 

the warp threads, popping each cube and seed-bead pair 

between the warp threads, then back through the beads.

Rows 4–6: Alternate Rows 2 and 3, omitting the fi rst 2 seed 

beads of Row 2.

Row 7 and on: String 2 seed beads. Draw down 5 roses mon-

tées and pass through them, fl ipping the rhinestone side 

up as you go. Continue in this way until you’ve used all 

the roses montées. The last set of cubes and seed beads 

has 5 rows as in the fi rst set. The sets in between each 

have 6 rows to make the bracelet 61⁄2". If you wish to 

make the bracelet longer or shorter, increase or reduce 

the number of rows between the roses montées.

Step 2: After passing through the last row of roses mon-

tées, string 2 seed beads and secure them by tying a knot 

around the outside warp thread below the rose montée. 

Pass through the first rose montée upward along the 

warp, then pass through the previous row and trim close 

to the work. Turn the loom around and repeat with the 

tail thread. Loosen the loom and remove the work with-

out cutting any warp threads.
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F I N I S H I N G

Step 3: Using the awl to guide the thread, tie 

a neat knot in each warp thread as close as 

possible to each rose montée.

Warp 1: Thread a needle on an outside warp 

thread and pass through the eye of the insert-

able half of the clasp, making sure it is the 

right way up. Pass back through the fi rst rose 

montée and tie a knot around the warp thread 

(Figure 3). Wrap the thread around the out-

side warp about 4 times until you reach the 

fi fth row, then pass through the beads on this 

row. Trim the thread close to the work. 

Warp 5: Work the same as Warp 1, attaching 

half of the second clasp, then passing through 

the fourth row of beads before trimming. 

Warps 2 and 4: Pass through the second loop on 

the clasp, pass through the roses montées, and 

tie a knot as before. Wrap the thread around 

the warp thread 2 times, then pass through the 

third row (second row for the fourth thread).

Warp 3: String 1 seed bead, then pass through 

the rose montée and tie a knot around the 

warp thread. Pass through the fi rst row of 

beads and trim close to the beads.

Repeat for the warp threads on the other side 

of the bracelet.

Step 4: If you desire, add a tiny drop of jeweler’s 

cement to some of the knots. Do so at the 

end of the project and leave the bracelet to 

dry completely before wearing.  (

Stacey Neilson has been creating and 
designing beadwork since the early 1970s. 
She owns Yellow Brick Road, a busy pro-
gressive bead shop in Dublin, Ireland. 

RESOURCES

All materials: Check your local bead shop 
or contact Yellow Brick Road, 8 Bachelor’s 
Walk, City Centre, Dublin 1, Ireland; 
+ 353 1 8730177; 
www.yellowbrickroad.ie.

Figure 1

Figure 2

Figure 3
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Loomwork
Follow the manufacturer’s 
instructions for warping your 
bead loom. Note that you will 
need one more warp thread 
than you have number of 
beads in a row. 
To weave the beads, tie a 
thread to an outside warp 
(tie onto the left warp if 
you are right-handed, the right warp if you are left-handed). Use 
a needle to string the first row of beads and slide them down to 
the knot. Bring the beaded weft thread under the warp threads 
and push the beads up with your fingers so that there is one bead 
between each two warp threads. Hold the beads in place and pass 
back through all the beads, making sure that the weft thread 
passes over the warp threads. End your threads by weaving back 
through the beadwork, tying knots between beads.
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