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While playing with ideas for bridesmaids’ jewelry for 

her upcoming wedding, Abbie made this lovely neck-

lace. Pearls are always perfect for nuptials, and the 

black chain and wire make the piece both dramatic 

and romantic.

Sweetheart
A b b i e  E n y a r t

Step 1: Using 10” of 24-gauge wire, make a bail with the 

briolette, string 1 rondelle, and form a wrapped loop 

that attaches to the middle link of the chain.

Step 2: Attach 5” of 24-gauge wire to one half of the clasp 

by forming a wrapped loop. String 1 rondelle and form 

another wrapped loop that attaches to end of the chain. 

Repeat for the other half of the clasp and chain.

Step 3: Attach the beading wire to the wrapped loop at one 

end of the chain using a crimp bead. String 25 pearls, 1 

spacer, 1 rondelle, 1 spacer, 25 pearls, and 1 crimp bead. 

Pass through the wrapped loop on the other side of the 

clasp, back through the bead, and crimp. (

RESOURCES

Contact your local bead shop.
Clasp: Bokamo Designs, www.bokamodesigns.com; 

all other materials: Bead Cache.

M a t e r i a l s
50 freshwater 6mm rice pearls
4 faceted 8mm pink glass rondelles
12x15mm pink glass briolette 
2 black 6mm spacers
2 black crimp beads
Sterling silver toggle clasp
15” of 3mm black cable chain
16” of .014 beading wire
20” of 24-gauge black wire

T o o l s
Wire cutters
Flat-nose pliers
Round-nose pliers
Crimping pliers

F i n i s h e d  S i z e
151⁄2” (short strand)

RISK-FREE
TRIAL OFFER

Beads are hot and so is Stringing magazine!

SUBSCRIBE NOW!
www.stringingmagazine.com/go/BDST

You love to design jewelry...and we know you’ll love Stringing! No matter 
what your level of ability is, you will find plenty of inspiration in every issue!

http://www.stringingmagazine.com/go/bdst
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Wrapped-Loop Bails
Wrapped-loop bails turn 
side-drilled beads, usually 
teardrops, into pendants. 
Center the bead on a 3" or 
longer piece of wire. Bend 
both ends of the wire up 
the sides and across the 
top of the bead. Bend one 
end straight up at the center of the bead, then 
wrap the other wire around it to form a couple of 
coils. Form a wrapped loop with the straight-up 
wire, wrapping it back down over the already-
formed coils. Trim the excess wire.

Crimping
String a crimp tube and pass 
through the connection finding. 
Pass back through the tube, 
leaving a short tail. Use the back notch of a 
crimping pliers to pinch the tube into a U, 
leaving a wire on each side of the bend. Rotate 
the tube 90° and use the front notch to form the 
pinched tube into a clean cylinder.

Wireworking
To make a simple loop, grasp one end of the wire with round-nose 
pliers. Holding on to the wire with one hand, gently turn the pliers 
until the wire end and wire body touch. Create a 90° reverse bend 
where they meet. 
For a wire-wrapped loop, cut the desired length of wire 
and make a 90° bend 2" from one end. Use round-
nose pliers to hold the wire near the angle and bend 
the short end up and around the pliers until it meets 
itself. Wrap the wire tightly down the neck of the wire 
to create a couple of coils. Trim the excess to finish.


